[image: ]
image1.png
WATKINS COPICAT
OPERATING INSTRUCTIONS
1.PILOT LiGHT,
2. ON/OFF SWITCH and ECHO VOLUME.

4, ECHO SELECTOR SWITCHES. May be use in combination to give
v diffrent echo deays

5. VOLUME CONTROL for FIRST INPUT (7).

5. VOLUME CONTROL for SEGOND INPUT (). Keep thess controls
w25 possile then ues the valume control on the amplifier 1o reach
e v 1 conrot (5) a1 (6 e s 1o exces on overcad
o Wsiortion wil occur

7.1NPUT 1,

8. 1nPUT2.

9. TAPE LOOP: 221 (570 mm) long and buttjointed. Shiny side out
Watkins Gopicst wilde wpa ioops ars Svalabie rom any musc demler
i any pert o the worle).

10, FUSE: 500 mA. 20 x 5 mm.
1. VOLTAGE SELEGTOR: 110, 220 and 240 V.
12, REMOTE CONTROL FOOT SWITCH for ECHO ON/OFF.

LEAD. For cannction 10 AC. Mains only, Brown wire 1o
e termina. Blue i 10 “Neuira". The Copicat wil become
thed whan outpit a0 (1) s pged 0 to your omolt. But
Shwoys make sre 1o earth your amplife.

14, OUTPUT LEAD for connsction of Copicat to yaur amplifier

wem





